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123 Anywhere Street 
Any Town, Ohio  

This report is for the Exclusive use by: 
Mr & Mrs Client 

New Element 7 



Marginal Summary
This summary is not the entire report. The complete report may include additional information of concern to the client. It is recommended 
that the client read the complete report. 

Heating System 

1.  Basement Heating System Heating System Operation: Unit appears to function normally*** All manufactures 
recommend a once a year service & cleaning, No service tag attached, recommend clean & service by qualified 
HVAC contractor prior to close 

Plumbing 

2.  Drain Pipes PVC, Cast Iron*** Rusty stains on cast iron pipe is indicative of leakage, eventual repair/replacement will 
be needed. Typical life span of cast Iron is 80-100years, some of these pipes are already being replaced. Cast iron 
is a very durable material and pipes made from it are designed to last a long time, anywhere from 80 to 100 years. 
However, the actual lifespan depends upon a variety of factors and it's possible that, in some cases, cast iron pipes 
will start to fail long before that. Recommend further review by a qualified plumber with estimates prior to close. 

Laundry Room 

3.  1st. 2nd. 3rd. Floor Laundry Room/Area Washer Drain: Drains to laundry tub*** Washing machines located on the 
1st. 2nd. or 3rd. floors should be installed onto drip pans attached to a drain pipe or subsequent water damage may 
result .https://youtu.be/1cHoMhrPmn4 
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Needs Repair Summary
This summary is not the entire report. The complete report may include additional information of concern to the client. It is recommended 
that the client read the complete report. 

Exterior 

1.  Type: Brick/Stone veneer - Wood siding*** Loose siding should be secured or the wind may remove it.  
2.  Deck: Treated wood*** Under a deck, joist hangers that are too short or rusted need to be replaced.  

Roofing,Gutters,Chimney's 

3.  Skylights: Insulated glass*** cracks in the roofing material around the skylights needs repair 
4.  Gutters: Aluminum - Gutters are not inspected for blockage*** Thermal imaging has found leaking gutters.  

Gutters should extend beyond the shingles , Evidence of leakage or blockage, gutter system needs cleaning or 
adjustment. 

5.  Main  - used for gas appliances Chimney Chimney: Brick/Stone*** Chimney's that are to short  could have back 
drafting problems.  

6.  Main  - used for gas appliances Chimney Flue/Cap/Crown Could not view the chimney lining in it's entirety*** This 
concrete crown is cracked/deteriorated and needs repair.  

7.  Left side (viewed facing front of home) Chimney Chimney: Brick/Stone*** Chimney's require a Saddle behind them 
when the width is Greater than 30 

Garage/Carport A 

8.  Attached Garage Roof: Rolled roof material*** Tree branches overhanging the roof should be cut back  

Plumbing 

9.  Basement Water Heater Thermal expansion tank Not present*** Thermal expansion tanks should be installed when 
back flow preventer, check valve or reducing valves are installed. 

Bedroom 

10.  All bedrooms in General Bedroom Ceiling: Drywall/Plaster*** Thermal imaging has found missing insulation.  

Laundry Room 

11.  1st. 2nd. 3rd. Floor Laundry Room/Area Washer Hose Bib: Standard valves*** Recommend using superior strength 
hoses on washing machines located on the 1st.  2nd. or 3rd. floors, it is recommended to replace these hoses every 
5 years. https://youtu.be/LuqBB3xojSk 
 It is also recommended to turn off the water valve to the washer during long weekends or vacations. 
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Definitions
NOTE: All definitions listed below refer to the property or item listed as inspected on this report at the time of inspection 

A Acceptable Functional with no obvious signs of defect. 
NP Not Present Item not present or not found. 
NI Not Inspected Item was unable to be inspected for safety reasons or due to lack of power, inaccessible, or disconnected at time of 

inspection. 
M Marginal Item is not fully functional and requires repair or servicing. 
NR Needs Repair Item needs immediate repair or replacement. It is unable to perform its intended function. 

General Information

Property Information 

Client Name Mr & Mrs Client 
Property Address 123 Anywhere Street 
City Any Town State Ohio Zip 

Client Information 

Inspection Company 

Inspector Name  Jack Wendel 
Company Name  HomePride House Inspection, Inc. 
Company Phone 440-543-7995 Company E-mail jack@homeprideinspection.com 
Temperature 75 Weather Sunny Soil Conditions Dry 

Conditions 

Inspection Date 1/20/2026 Start Time 930am End Time 12pm 
Utilities On  Gas  Electric  Water  Propane  Oil 
Building Type Single family Estimated Age 2019 Estimated Size 2500 
Additions/Modifications Room addition Permits Obtained Unknown How Verified Not verified at this time, it is suggested 
to check with the local building dept. prior to close. 
Radon Test  Yes  No Start time - -  
Well Pump Test  Yes  No Public water source 
WDI Inspection  Yes  No Declined at this time. Pest Inspections are discounted when combined with a Home 
inspection. 
Thermal Image Scan  Yes  No Declined (Excluded) at this time 
Fungus/Mold Test  Yes  No Declined (Excluded) at this time 
Realtor Your Favorite Realtor 
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General Information (Continued)
Referrer Name No Referrer 

Exterior
Excluded from the inspection/survey and reports are: EIFS (special exterior siding which requires special testing /inspection, we are making a 
cursory inspection and any evidence of damage or cracking will be called to your attention, however it is up to you to have this type of siding 
professionally inspected). Dirty windows or conditions at the time of inspection may have limited the ability to detect all failed glass seals. 
Lighting controlled by motion or dusk to dawn sensors. Windows in a home may vary in type or style, this report will identify the majority as a 
particular type or style. Window flashing and installation details cannot be determined. Screens and storm windows may not be present 
depending on the season, therefore they are not commented or inspected.  If this inspection is for a Condominium, then usually the exterior 
components are covered in maintenance/repair by the condo association. Please review your condo association bylaws and guidelines for more 
information as to what is and is NOT covered. Homes built prior to 1977 may have been painted with a LEAD based paint, this inspection does 
not determine by testing the presence/absence of LEAD based paints in any part of this home, if this is a concern to you then you are urged to 
have special testing done prior to close. Items marked NI not inspected or NP not present due to limited visibility or snow/ice cover or other etc. 
may be problematic or a concern to you and should be re-inspected when conditions permit and prior to close.  
NOTE: LEAD PAINT INFORMATION - If you are purchasing a home that was built prior to 1978, the home stands the risk of having lead based 
paint present. Under the EPA ruling 40 CFR Part 745 effective April 22, 2010 any renovation, remodeling, repairs/replacements or painting 
must be done by a Certified Contractor following lead-safe practices and this could lead to higher prices than similar contracts performed on 
homes that do not have lead based paint present. If you are considering any renovations, now or in the future, we recommend having the home 
evaluated by a certified, State licensed lead risk assessor. 
For more information call the Ohio Department of Health lead program at 614-728-6714 and visit the following web sites: www.odh.ohio.gov, 
www.leadfreekids.org, www.epa.gov/lead. 
Information on this page is deemed reliable but not Guaranteed. 

A NP NI M NR 

1. Type: Brick/Stone veneer - Wood siding*** Loose siding should be secured or the wind may remove it.  

2. Trim: Aluminum 
3. Fascia: Aluminum 
4. Soffits: Aluminum 
5. Foundation Concrete 
6. Window Wells: Metal well 
7. Driveway: Concrete 
8. Walks: Concrete 
9. Steps/Stoops:  Concrete & Brick 

10. Entry Doors: Metal Entry Door*** It is recommended to replace all exterior door locks and all locks can 
be keyed alike so only one key is needed.  You can have "Better Security" with all your entry doors 
with this simple step, just cut & paste. 
HTTP://www.youtube.com/watch?v=jOvjuRVZOQ4  

11. Patio Door: Sliding Type 
12. Electrical Mast: Surface mount 
13. Exterior Lighting: Surface mount 
14. Exterior Electric Outlets: 120 VAC GFCI type outlets 
15. Hose Bibs: Standard valves - These valves should be turned off and drained and all hoses and splitters 

should be removed before the winter month's. Also recommend installing vacuum breakers to all hose 
spouts. 

16. Gas Meter: Exterior 
17. Well Head Loc. Front Yard 
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Exterior (Continued)
18. Patio: Concrete 

19. Deck: Treated wood*** Under a deck, joist hangers that are too short or rusted need to be replaced.  

20. Shutters Wood shutters 

21. Grading: Generally Flat 
22. Fences Of any type*** The fence (if any) is not part of a home inspection. Often it is unknown who 

owns the fence or if permits were obtained to install it, it is also unknown if it's placement are on or off 
of the property in question. 

Air Conditioning
Air conditioning systems can not be operated in temperatures below 60 degrees F. Recommend obtaining written documentation 
from the owner stating it's condition and service records, prior to close, and test operation as soon as weather permits. 
Window air conditioners are considered portable/personal and are not inspected. 

 Side Yard AC System  
1. A/C System Operation: 
2. Area Served Main Approximate Age 2019 Temp. Differential 19 
3. Refrigerant Lines Serviceable condition 
4. Electrical Disconnect HACR type 

A NP NI M NR 
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Roofing,Gutters,Chimney's
Basic roofing  inspections are done on the ground (possibly with the use of binoculars) unless considered safe and accessible by 
the inspector to walk on. Items marked NI not inspected or NP not present due to limited visibility or snow/ice cover or other etc. 
are items that may be problematic or a concern to you and should be re-inspected when conditions permit and prior to close. Ice 
dams can not be predicted. Items reported on include the roof covering, drainage systems, flashing, skylights, roof penetrations.  
Basic (NFPA) level I chimney inspections are performed at this time and are limited to a complete view of the chimney lining in it's 
entirety and continued in the home where accessible, if this cannot be done completely you will be informed and urged to have a 
competent chimney inspection prior to close.  Not all chimney crowns or flue pipes are readily accessible or viewable, most crowns 
are in need of repair and most flue pipes cannot be viewed properly or in their entirety. Vent pipes are not removed for inspection.  
Level II inspections are then recommended by a qualified chimney sweep prior to close. 
Information on this page is deemed reliable but not Guaranteed. 

A NP NI M NR 

 Main Roof Roof Surface  
1. Unable to Inspect: 10% 
2. Asphalt/Fiberglass Material Viewed from ground level, Drone shots 

3. Type: Gable 
4. Approximate Age: 2019 
5. Flashing: Aluminum 
6. Valleys: Preformed metal 
7. Skylights: Insulated glass*** cracks in the roofing material around the skylights needs repair 

8. Plumbing Vents: Appears Adequate 
9. Gutters: Aluminum - Gutters are not inspected for blockage*** Thermal imaging has found leaking 

gutters.  
Gutters should extend beyond the shingles , Evidence of leakage or blockage, gutter system needs 
cleaning or adjustment. 
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Roofing,Gutters,Chimney's (Continued)
Gutters: (continued)

10. Downspouts: Aluminum 
11. Leader/Extension: Terminate in ground piping. Underground piping was not tested or inspected. 
 Main  - used for gas appliances Chimney  
12. Chimney: Brick/Stone*** Chimney's that are to short  could have back drafting problems.  

13. Flue/Cap/Crown Could not view the chimney lining in it's entirety*** This concrete crown is 
cracked/deteriorated and needs repair.  

14. Chimney Flashing: Aluminum 
 Left side (viewed facing front of home) Chimney  
15. Chimney: Brick/Stone*** Chimney's require a Saddle behind them when the width is Greater than 30 

16. Flue/Cap/Crown Could not view the chimney lining in it's entirety 
17. Chimney Flashing: Aluminum 
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Garage/Carport A
An inspection of the garage is about physical condition, and is NOT a survey of whether or not it is physically located on/off the 
property. Water valves and hoses should be turned off and drained in an unheated area. We do not move cars, equipment or other 
items to gain access to attics or to view blocked areas. Items marked NI not inspected or NP not present due to limited visibility or 
snow/ice cover or other etc. may be problematic or a concern to you and should be re-inspected when conditions permit and prior 
to close.  
NOTE: LEAD PAINT INFORMATION - If you are purchasing a home that was built prior to 1978, the home stands the risk of 
having lead based paint present. Under the EPA ruling 40 CFR Part 745 effective April 22, 2010 any renovation, remodeling, 
repairs/replacements or painting must be done by a Certified Contractor following lead-safe practices and this could lead to higher 
prices than similar contracts performed on homes that do not have lead based paint present. If you are considering any 
renovations, now or in the future, we recommend having the home evaluated by a certified, State licensed lead risk assessor. 
For more information call the Ohio Department of Health lead program at 614-728-6714 and visit the following web sites: 
www.odh.ohio.gov, www.leadfreekids.org, www.epa.gov/lead. 
A representative number of windows, doors, receptacles and switch's are operated. 
Information on this page is deemed reliable but not Guaranteed.  

A NP NI M NR 

 Attached Garage  
1. Type of Structure: Framed / Sided Car Spaces: 3 
2. Garage Doors: Insulated Door 
3. Door Operation: Automatic X2 
4. Roof: Rolled roof material*** Tree branches overhanging the roof should be cut back  

5. Service Doors: Metal entry door 
6. Exterior man door Metal Entry door 
7. Ceiling: Drywall/Plaster 
8. Walls: Drywall/Plaster 
9. Floor/Foundation: Concrete without drain 

10. Electrical: 120 VAC GFCI receptacle's and lighting circuits 
11. Windows: Double hung type 

Electrical
Our general observations of the electrical system is made to point out some of the common mistakes or fire hazards seen in many homes by 
amateur's or home owner themselves who were trying to accommodate their specific needs. Electrical safety may be mentioned here as well. 
Any suggested repairs or estimates should be made by qualified and licensed electricians. Electrical systems change over many years, this 
report will identify the type of the accessible area's of the electrical system, a representative number of outlets and switches will be tested(not 
each and everyone).Low voltage (Landscape, etc.) Ancillary wiring systems not part of the primary electrical power distribution system Smart 
homes or computerized switching is not inspected. Solar,wind, Geo-Thermal or other renewable energy systems are not inspected. We are not 
required to measure Amperage,Voltage or Impedance, ot test ground fault circuit interrupters (GFCI) or Arc fault circuit interrupters (AFCI).  We 
do not move furniture, personnel belongings or other items. Areas covered with special finishes, or other items or are inaccessible for any 
reason may be suspect of having defects or damage and further review by a Licensed Electrician may be needed prior to close. 
Information on this page is deemed reliable but not Guaranteed. 

A NP NI M NR 

1. Service Size Amps: 200 Volts: 120-240 VAC 
2. Aluminum Wiring:  Not present 
3. Conductor Type: Non-metallic sheathed cable 
4. Ground: Plumbing ground 
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Electrical (Continued)
5. Bond Appears adequate 

 Basement Electric Panel  
6. Manufacturer: Siemens 
7. Maximum Capacity: 200 Amps 
8. Main Breaker Size: 200 Amps 
9. 120 VAC Branch Circuits: Copper 

10. 240 VAC Branch Circuits: Copper 
11. Breakers: CU/AL 

Basement, Structure
Excluded from the inspection/survey reports are; central vacuum systems, elevators/dumb waiters, water treatment systems, 
security systems and home networking, communications, cabling, telephone and cable TV systems, CAT 3,4,5,6 etc. 
Dehumidification unit's are considered portable and are not inspected. Homes built prior to 1977 may have been painted with a 
LEAD based paint, this inspection does not determine by testing the presence/absence of LEAD based paints in any part of this 
home, if this is a concern to you then you are urged to have special testing done prior to close. Items marked NI not inspected or 
NP not present due to limited visibility or snow/ice cover or other etc. may be problematic or a concern to you and should be 
re-inspected when conditions permit and prior to close.  
NOTE: LEAD PAINT INFORMATION - If you are purchasing a home that was built prior to 1978, the home stands the risk of 
having lead based paint present. Under the EPA ruling 40 CFR Part 745 effective April 22, 2010 any renovation, remodeling, 
repairs/replacements or painting must be done by a Certified Contractor following lead-safe practices and this could lead to higher 
prices than similar contracts performed on homes that do not have lead based paint present. If you are considering any 
renovations, now or in the future, we recommend having the home evaluated by a certified, State licensed lead risk assessor. 
For more information call the Ohio Department of Health lead program at 614-728-6714 and visit the following web sites: 
www.odh.ohio.gov, www.leadfreekids.org, www.epa.gov/lead. 
The structural inspection of the property is limited to exposed framing and exposed foundational walls at the time of inspection 
only. Inspectors are not Licensed Structural Engineers or Architects and cannot render analysis. Areas covered with special 
finishes or other items or are inaccessible may be suspect of having defects or damage and further review  by a specialist i.e. 
Engineer, Architect, Carpenter or Mason may be needed prior to close. Information on this page is deemed reliable but not 
Guaranteed. 

A NP NI M NR 

 Main Basement  
1. Unable to Inspect: 10% 
2. Foundation: Concrete cinder block 
3. Differential Movement: No movement or displacement noted 
4. Ceiling: Exposed framing 
5. Joists/Trusses: 2x10 
6. Subfloor: Particle board 
7. Walls: Drywall/Plaster 
8. Floor: Concrete 
9. Floor Drain: Surface drain, drains not inspected 

10. Beams: Steel I-Beam 
11. Piers/Posts: Steel posts 
12. Windows: Glass block 
13. Electrical: 120 VAC receptacle's and lighting circuits 
14. Insulation: Fiberglass 
15. Sump Pump: Submerged 
16. Moisture Location: All accessible walls were checked with a Tramex moisture meter*** Dry at this time 
17. Stairs/Handrails: To 1st.floor 
18. Stairs/Handrails: To 2nd floor 
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Heating System
We are NOT required to determine heating/cooling supply adequacy or distribution balance. Heat exchangers, thermostatic or time 
clock controls, expansion tank, flues and chimneys that are not readily accessible,  Dehumidifiers, condensation pumps. Heating 
or Cooling systems using ground source, water source,solar or renewable energy technologies. Heat recovery and similar 
whole-house mechanical ventilation system. Cooling units that are not permanently installed , or that are installed in windows. 
Valves or gauge accuracy. Are all excluded from inspection/survey and reports. 
ALL MANUFACTURERS RECOMMEND CLEANING/ MAINTENANCE ANNUALLY 
It is recommended to obtain all documents and service records for the heating system prior to close. Information on this page is 
deemed reliable but not Guaranteed. We are NOT required to determine heating/cooling supply adequacy or distribution balance. 
Heat exchangers, thermostatic or time clock controls, expansion tank, valves or gauge accuracy are excluded from 
inspection/survey and reports. 
ALL MANUFACTURERS RECOMMEND CLEANING/ MAINTENANCE ANNUALLY 
It is recommended to obtain all documents and service records for the heating system prior to close. Information on this page is 
deemed reliable but not Guaranteed. 

 Basement Heating System  
1. Heating System Operation: Unit appears to function normally*** All manufactures recommend a once a 

year service & cleaning, No service tag attached, recommend clean & service by qualified HVAC 
contractor prior to close 

2. Type Forced air registry system Area Served Main 
3. Fuel Type Natural Gas Approx. Age 5yrs. 
4. Heat Exchanger: Partial inspection - entire heat exchanger could not be seen, further review is 

suggested 
5. Unable to Inspect: 90% 
6. Blower Fan/Filter: Direct drive with disposable filter 
7. Accesories NOTE: Accessories (Including but not limited to) Humidifiers, UV Lamps, Air Purifiers etc. 

require regular service and should be serviced along with the heating unit. 
8. Distribution: Metal duct 
9. Flue Pipe: Single wall 

10. Gas pipe Cast iron 
11. Humidifier: If any - are not inspected. NOTE: Humidifiers require regular service also and should be 

serviced along with heating unit 
12. Condensate Removal PVC/Plastic pipe 

A NP NI M NR 

13. Thermostats: Individual 
14. Fuel Tank: Not present 
15. Tank Location: Not present 
16. Suspected Asbestos: Not Inspected*** Any Suspected Asbestos Material will have to be identified by a 

3rd.party. It is not intended to be determined by your inspector. 
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Plumbing
Excluded from the inspection/survey and reports are water treatment systems and underground piping systems. Also, valves that 
are not normally operated are prone to leak when operated and therefor are NOT operated during this inspection. Plumbing 
systems change over many years, this report will identify the type of the accessible area's of the plumbing system. Areas covered 
with special finishes, or other items or are inaccessible for any reason may be suspect of having defects or damage and further 
review by a Qualified Plumber may be needed prior to close. 
Private well water -  If the home is supplied by a private well we will check the operation of the associated equipment limited to the 
pressure tank & electrical switch only, we will not inspect filters (if present) water softeners or special equipment. We can check 
the flow rate & pressure of the pump (additional fee) which may indicate a weak pump and draw a sample to check for bacteria & 
E-Coli only (24 hr. results) This additional procedure will NOT indicate the capacity or quantity or other quality of the water (Aquifer) 
the home is tapped into for water. Other investigations for water quantity can be obtained by Professional Well Companies and 
other testing can be performed for water quality. Information on this page is deemed reliable but not Guaranteed. 

A NP NI M NR 

1. Service Line Copper 
2. Main Water Shutoff Basement 
3. Water Lines Copper 
4. Drain Pipes PVC, Cast Iron*** Rusty stains on cast iron pipe is indicative of leakage, eventual 

repair/replacement will be needed. Typical life span of cast Iron is 80-100years, some of these pipes 
are already being replaced. Cast iron is a very durable material and pipes made from it are designed to 
last a long time, anywhere from 80 to 100 years. However, the actual lifespan depends upon a variety 
of factors and it's possible that, in some cases, cast iron pipes will start to fail long before that. 
Recommend further review by a qualified plumber with estimates prior to close. 

5. Gas Piping Black Pipe 
6. Vent Pipes: Not completely visible 

 Basement Water Heater  
7. Water Heater Operation: Functional at time of inspection 
8. Type: Natural gas storage tank type Capacity: 50 Gal. 
9. Approximate Age: 2019 Area Served: Whole house 

10. Flue Pipe: Single wall 
11. Gas pipe Cast iron 
12. TPRV and Drain Tube: Appears Adequate 
13. Thermal expansion tank Not present*** Thermal expansion tanks should be installed when back flow 

preventer, check valve or reducing valves are installed. 
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Attic
The structural inspection of the property is limited to exposed framing and exposed foundational walls at the time of inspection 
only. Areas covered with special finishes, or other items or are inaccessible for any reason may be suspect of having defects or 
damage and further review  by a specialist i.e. Engineer, Architect, Carpenter or Mason may be needed prior to close. Attics are 
entered if an access opening is readily accessible. 

A NP NI M NR 

 Main Attic  
1. Method of Inspection: From the attic access 
2. Attic access Drywall 
3. Unable to Inspect: 20% 
4. Roof Framing Truss 

5. Ventilation: Ridge and soffit vents 
6. Insulation: Fiberglass 
7. Wiring/Lighting: Limited view 
8. Moisture Penetration:  None visible 

Fireplace/Wood Stove
If the inspector can not see all the way through the flue, it is recommended that you have the fireplaces cleaned and inspected by a 
qualified chimney sweep prior to close (especially if it is to be used to burn wood or if there is a wood burning insert) and at least 
once a year thereafter. 
A fireplace with a wood burning insert should utilize a steel liner for added protection and may not be visible at the time of 
inspection. If we can not view the liner from the top we will try to view it from the bottom. If we are unable to view it in it's entirety 
the inspector will mark it as not inspected and therefore suggest to have it re-inspected by a chimney sweep prior to close. 

 Family Room Fireplace  
1. Fireplace Construction: Brick/block 
2. Type: Wood burning 
3. Smoke Chamber: Brick/block 
4. Fire Box Fire brick 
5. Flue: Could not view all of flue*** If used as a wood burning type fireplace PLEASE have it cleaned & 

checked by a chimney sweep prior to use and at least yearly thereafter. FOR YOUR SAFETY all 
fireplaces should be cleaned after 2 cords of wood burned. 

6. Damper: Functional 
7. Hearth: Raised Hearth 

A NP NI M NR 
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Bathroom ..
HOT water temperatures over 110 degrees F. can cause serious burns. 
It is unknown if the faucets are scald proof and are NOT determined as part of the inspection. Dual handled faucets are NOT scald 
proof. All bathrooms should utilize a vent fan (especially one without windows). 
GFCI type outlets are recommended. We are not required to fill shower pans or fixtures for the purpose of testing for water leaks. 
Information on this page is deemed reliable but not Guaranteed. 

 1st. floor hall Bathroom  
1. Ceiling: Drywall/Plaster 
2. Walls: Drywall/Plaster 
3. Floor: Adequate*** Heated floor operates normally  

4. Doors: Wood interior doors 
5. Windows: Double hung type 
6. Electrical: 120 VAC GFCI receptacle's and lighting circuits 
7. Counter/Cabinet:  Laminate and wood 
8. Sink/Basin: Molded single bowl 
9. Faucets/Traps: Adequate 

10. Tub/Surround: Tub/shower-Fiberglass surround 
11. Toilets: Standard type 
12. HVAC Source: Forced air registry system 
13. Ventilation: [EVF] Electric ventilation fan 
 2nd. floor hall Bathroom  
14. Ceiling: Drywall/Plaster 
15. Walls: Drywall/Plaster 
16. Floor: Ceramic tile*** Heated floor operates normally  

17. Doors: Wood interior doors 
18. Windows: Double hung type 
19. Electrical: 120 VAC GFCI receptacle's and lighting circuits 
20. Counter/Cabinet:  Laminate and wood 
21. Sink/Basin: Molded single bowl 
22. Faucets/Traps: Adequate 
23. Tub/Surround: Tub/shower-Ceramic tile surround 
24. Toilets: Dual flush 
25. HVAC Source: Forced air registry system 
26. Ventilation: [EVF] Electric ventilation fan 
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Kitchen
HOT water temperatures over 120 degrees F. can cause serious burns.120 degrees Fahrenheit is the safety recommendation 
against scalding, but 140 is the common default setting. Most experts agree that anything below 120 degrees creates a risk for 
bacteria to develop inside your water heater from stagnant water, such as legionella that causes Legionnaire's disease. 
It is unknown if the faucets are scald proof and are NOT determined as part of the inspection. Dual handled faucets are NOT scald 
proof  Portable appliances are not part of the inspection, ice & water dispensers.  Built in oven/range/microwaves are checked for 
operation but not temperature calibration, timers or cleaning mode. Warming drawers are excluded. In the same way refuse is not 
used to test disposals, dishes are not washed in the dishwasher, etc. Water treatment systems i.e. reverse osmosis or filters are 
not inspected. 
NOTE: LEAD PAINT INFORMATION - If you are purchasing a home that was built prior to 1978, the home stands the risk of 
having lead based paint present. Under the EPA ruling 40 CFR Part 745 effective April 22, 2010 any renovation, remodeling, 
repairs/replacements or painting must be done by a Certified Contractor following lead-safe practices and this could lead to higher 
prices than similar contracts performed on homes that do not have lead based paint present. If you are considering any 
renovations, now or in the future, we recommend having the home evaluated by a certified, State licensed lead risk assessor. 
For more information call the Ohio Department of Health lead program at 614-728-6714 and visit the following web sites: 
www.odh.ohio.gov, www.leadfreekids.org, www.epa.gov/lead. 
A representative number of windows, doors, receptacles and switch's are operated. 
Information on this page is deemed reliable but not Guaranteed.  
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 1st Floor Kitchen  
1. Cooking Appliances: Gas built in oven/Gas cook top 
2. Ventilator: Downdraft type 
3. Disposal: Adequate 
4. Dishwasher: Appears adequate, ran through a short cycle 
5. Refrigerator: Portable appliances are not inspected 
6. Microwave: Operates normally 
7. Sink: Adequate 
8. Electrical: 120 VAC GFCI receptacle's and lighting circuits 
9. Plumbing/Fixtures: Adequate 

10. Counter Tops: Granite 
11. Cabinets: Laminate and wood 
12. Ceiling: Drywall/Plaster 
13. Walls: Drywall/Plaster 
14. Floor: Hardwood 
15. Windows: Casement type 
16. HVAC Source: Forced air registry system 
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Bedroom
A representative number of outlets, switches and windows are operated. We do NOT move furniture or personnel belongings. 
Home networking, communications, cabling, telephone and cable TV systems, CAT 3,4,5,6 etc. whether for TV, Telephone or 
computers is not part of the inspection/survey. Window screens are not typically part of a home inspection, and if present they will 
not stop a child/person from falling out an open window. KEEP CHILDREN AWAY FROM OPEN WINDOWS. ALL WINDOWS 
MUST be made/kept operational without the use of SPECIAL TOOLS for EMERGENCY EGRESS. Homes built prior to 1977 may 
have been painted with a LEAD based paint, this inspection does not determine the presence/absence of LEAD based paints in 
any part of this home, if this is a concern to you then you are urged to have special testing done prior to close. 
NOTE: LEAD PAINT INFORMATION - If you are purchasing a home that was built prior to 1978, the home stands the risk of 
having lead based paint present. Under the EPA ruling 40 CFR Part 745 effective April 22, 2010 any renovation, remodeling, 
repairs/replacements or painting must be done by a Certified Contractor following lead-safe practices and this could lead to higher 
prices than similar contracts performed on homes that do not have lead based paint present. If you are considering any 
renovations, now or in the future, we recommend having the home evaluated by a certified, State licensed lead risk assessor. 
For more information call the Ohio Department of Health lead program at 614-728-6714 and visit the following web sites: 
www.odh.ohio.gov, www.leadfreekids.org, www.epa.gov/lead. Information on this page is deemed reliable but not Guaranteed.  
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 All bedrooms in General Bedroom  
1. Closet: Adequate 
2. Ceiling: Drywall/Plaster*** Thermal imaging has found missing insulation.  

3. Walls: Drywall/Plaster 
4. Floor: Carpet 
5. Doors: Wood interior doors 
6. Windows: Casement type 
7. Electrical: 120 VAC receptacle's and lighting circuits 
8. HVAC Source: Forced air registry system 
9. Smoke Detector: Hard wired type 

Living Space
A representative number of outlets, switches and windows are operated. We do NOT move furniture or personnel belongings. 
Home networking, communications, cabling, telephone and cable TV systems, CAT 3,4,5,6 etc. whether for TV, Telephone or 
computers is not part of the inspection/survey. Window screens are not typically part of a home inspection, and if present they will 
not stop a child/person from falling out an open window. KEEP CHILDREN AWAY FROM OPEN WINDOWS. ALL WINDOWS 
MUST be made/kept operable without the use of SPECIAL TOOLS for EMERGENCY EGRESS. All evidence of failed thermal 
window seals appear & disappear with temp. & humidity and may not always be detectable. Homes built prior to 1977 may have 
been painted with a LEAD based paint, this inspection does not determine the presence/absence of LEAD based paints in any part 
of this home, if this is a concern to you then you are urged to have special testing done prior to close. 
NOTE: LEAD PAINT INFORMATION - If you are purchasing a home that was built prior to 1978, the home stands the risk of 
having lead based paint present. Under the EPA ruling 40 CFR Part 745 effective April 22, 2010 any renovation, remodeling, 
repairs/replacements or painting must be done by a Certified Contractor following lead-safe practices and this could lead to higher 
prices than similar contracts performed on homes that do not have lead based paint present. If you are considering any 
renovations, now or in the future, we recommend having the home evaluated by a certified, State licensed lead risk assessor. 
For more information call the Ohio Department of Health lead program at 614-728-6714 and visit the following web sites: 
www.odh.ohio.gov, www.leadfreekids.org, www.epa.gov/lead. Information on this page is deemed reliable but not Guaranteed.  
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Living Space (Continued)
 All rooms in General Living Space  
1. Ceiling: Drywall/Plaster 
2. Walls: Drywall/Plaster 
3. Floor: Hardwood 

4. Doors: Wood interior doors 
5. Windows: Casement type 
6. Electrical: 120 VAC receptacle's and lighting circuits 
7. HVAC Source: Forced air registry system 

Laundry Room
NOTE: Washer & Dryer unit's are portable. Portable unit's are NOT inspected, only connections are verified. laundry tubs and 
washing machines located on 1st. & 2nd. floors should be installed on a drip pan and connected to a floor drain, and dryer vent 
systems should be smooth metal and NOT plastic piping and should terminate at the exterior of the home. 
NOTE: LEAD PAINT INFORMATION - If you are purchasing a home that was built prior to 1978, the home stands the risk of 
having lead based paint present. Under the EPA ruling 40 CFR Part 745 effective April 22, 2010 any renovation, remodeling, 
repairs/replacements or painting must be done by a Certified Contractor following lead-safe practices and this could lead to higher 
prices than similar contracts performed on homes that do not have lead based paint present. If you are considering any 
renovations, now or in the future, we recommend having the home evaluated by a certified, State licensed lead risk assessor. 
For more information call the Ohio Department of Health lead program at 614-728-6714 and visit the following web sites: 
www.odh.ohio.gov, www.leadfreekids.org, www.epa.gov/lead. Information on this page is deemed reliable but not Guaranteed.  
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 1st. 2nd. 3rd. Floor Laundry Room/Area  
1. Ceiling: Drywall/Plaster 
2. Walls: Drywall/Plaster 
3. Floor: Adequate 
4. Doors: Wood interior doors 
5. Electrical: 120 VAC receptacle's and lighting circuits 
6. Laundry Tub: PVC 
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Laundry Room (Continued)
7. Washer Hose Bib: Standard valves*** Recommend using superior strength hoses on washing 

machines located on the 1st.  2nd. or 3rd. floors, it is recommended to replace these hoses every 5 
years. https://youtu.be/LuqBB3xojSk 
 It is also recommended to turn off the water valve to the washer during long weekends or vacations. 

8. Washer and Dryer Electrical: 120-240 VAC 
9. Dryer Vent: Metal flex 

10. Washer Drain: Drains to laundry tub*** Washing machines located on the 1st. 2nd. or 3rd. floors 
should be installed onto drip pans attached to a drain pipe or subsequent water damage may result 
.https://youtu.be/1cHoMhrPmn4 

11. Floor Drain: Surface drain, drains not inspected 
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